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Specification
Power supply                                         220-240V 1PH 50/60HZ 

Motor Power                                          2200W  

Spindle Speed                                        6600RPM             

Feed Speed                                             1-10 M/Min 

Beveling Width                                      1-18mm 

Radius Dimension                                  R2, R3 

Beveling Angle                                       20, 30, 35,37.5, 45, 55 and 60 deg. 

Minimal plate thickness                      1.5 mm 

Minimal inner radius                             25 mm 

Weight                                                       8.5 kgs 

Inserts Qty                                                4 or 5 pcs 

Handheld Edge Milling Machine PB-15
PB-15 applies to preparation before plate welding, 
The machine equipped with continuous bevel width adjustment, overheating protection and electric speed control 
for use on various material.
The compact design makes it an excellent tool in narrow space.
The multifunction and flexibility can improve efficiency and make the machine become an attractive machine.
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Portable Hydraulic Power Units HPU-10

Features

Safety

10HP (7.5kw) Specifications

New Arrival  HPU-5E

It delivers the power you need in a convenient, lightweight package. The durable design provides superior control 
and produces less heat and noise than typical hydraulic power pack. Adopts SIEMENS VFD electric motor provides 
full amps throughout the adjustable speed range, so full torque is always provided to the hydraulic motor as the 
motor speed is changed. Remote pendant control gives the operator full control over the power unit right from the 
working area.

5 and 10HP model
Compact and lightweight
Various Frequency Drive
Remote pendant provides easy operation: Start/Stop/ Variable Speed Variable 
displacement pump provides improved power. Performance and precise speed 
control, allowing near continuous full torque over RPM range.
Fan cooled helps prevent oil overheating and resulting loss of power.

Low oil level alarm
High temperature alarm
Filter plug alarm

Power supply: 380-440V 3PH 50/60HZ
Rated Pressure: 12.5 Mpa
Max Hydraulic Flow: 40L/Min
5M Length pendant cable
8M Length hydraulic hose with quick connection
Dimensions: 1220 x 870 x 660mm

5HP (3.75kw) Low budget for 24” and smaller machine
Power supply: 380-440V 3PH 50/60HZ
Rated Pressure: 6 Mpa
Max Hydraulic Flow: 32L/Min
5M Length pendant cable
8M Length hydraulic hose with quick connection
Dimensions: 860 x 600x 500mm

Edge Milling Machine Hydraulic Power Units


